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SSC Service Bulletin 


Bee bo, 


TO: ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES & SERVICE CENTERS 
ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES REPRESENTATIVES 


MODELS AFFECTED: MA-318 and MA-178 


PROBLEM: TRANSMITTER KEYS WHEN HANDSET IS LIFTED IN SYSTEMS 
WHERE MA-318 CONSOLES ARE RETRO-FITTED TO AN 
MA-178 ADAPTER 


SOLUTION: REMOVE WIRE GOING TO POINT "H" OF THE MA-318 BOARD. 
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TO: ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES & SERVICE CENTERS 
ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES REPRESENTATIVES 


MODELS AFFECTED: MA-319 


PROBLEM: REMOTE BASE STATION WITH TONE SOQUELCH WILL NOT GO 
INTO MONITOR MODE IF USED WITH LOCAL MICROPHONE 


SOLUTION: 


The microphone monitor 
monitor relay contacts 
as follows: 


1. Remove the short 
MA-319. This is 
on the foil side 
Pin (12: OfeRYS. 


2... Solder. a wire to 


switch must be wired in series with the 
of the MA-319. This is accomplished 


from Pin’s5 of RYB to..comon onacne 
a short piece of buss wire soldered 
of the. PR. C.) Board from: Pine laa 


Pin 15 of of RYB and route it with the 


wire harness through the 12-pin connector. 


3. Remove the wire between Pin 5 of the microphone jack 
and point K5. Solder the new wire to Pin 5 of the 


microphone jack. 
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